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Texol Grease™ No-Tox GV  
High temperature gas valves grease 
 
 
Product Description 
 
Texol Grease No-Tox GV is for gas valves, gas taps and cocks with metal, glass and plastic 
combinations. 
 
 
Applications and Uses 
 

 Used successfully with natural gas stop-cocks of main and secondary lines in 
domestic equipment, instantaneous water heaters and similar equipment. 

 Lubrication of smaller taps made of metal, glass or plastic. 
 
 
Advantages 
 

 Texol TFAS additive system 
 Highly resistant to water 
 High drop point  

 
Characteristics   
 
Property (Unit)            GV       Method 
NLGI grade          2     DIN 51818 
Base oil viscosity at 40°C        520     DIN 51366 
Base oil viscosity at 100°C        34     DIN 51366 
Thickener          Inorganic     - 
Lubricating Solids Type         Solid lubricants    - 
Colour           black     - 
Density at 15°C,  kg/m3         960     DIN 51757 
Dropping point °C         >200    DIN ISO 2176 
Behavior in the presence of water, 90 °C                 0     DIN 51807/1 
Emcor test, IP 220/67, Rating        0/0     DIN 51802 
Copper corrosion, 100°C, after 24 h       1a     DIN 51811 
Four ball weld point, N          2400 / 2600         DIN 51 562 
Operating temperature range, °C  -10 / + 200     - 
 

 
 
 
The statements made in this publication are according to our present knowledge. They do not absolve the user from own examinations. A legally 
binding assurance of certain properties or suitability for a specific use can no be derived from our statements. Possibly existing laws and 
regulations concerning the handling and use of our products have to be observed by the receiver of our products himself. 


